§1042.845

the application (including the test pro-
cedures, test parameters, and test
fuels) to show you meet the require-
ments of this part.

(n) Present emission data for HC,
NOx, PM, and CO as required by
§1042.820. Show emission figures before
and after applying adjustment factors
for regeneration and deterioration fac-
tors for each pollutant and for each en-
gine.

(0) Report all test results, including
those from invalid tests, whether or
not they were conducted according to
the test procedures of subpart F of this
part. If you measure CO,, report those
emission levels. We may ask you to
send other information to confirm that
your tests were valid under the re-
quirements of this part and 40 CFR
part 1065.

(p) Describe all adjustable operating
parameters (see §1042.115(d)), including
production tolerances. Include the fol-
lowing in your description of each pa-
rameter:

(1) The nominal or recommended set-
ting.

(2) The intended physically adjust-
able range.

(3) The limits or stops used to estab-
lish adjustable ranges.

(4) For Category 1 engines, informa-
tion showing why the limits, stops, or
other means of inhibiting adjustment
are effective in preventing adjustment
of parameters on in-use engines to set-
tings outside your intended physically
adjustable ranges.

(5) For Category 2 engines, propose a
range of adjustment for each adjust-
able parameter, as described in
§1042.115(d). Include information show-
ing why the limits, stops, or other
means of inhibiting adjustment are ef-
fective in preventing adjustment of pa-
rameters on in-use engines to settings
outside your proposed adjustable
ranges.

(q) Unconditionally certify that all
the engines in the engine family com-
ply with the requirements of this part,
other referenced parts of the CFR, and
the Clean Air Act.

(r) Include the information required
by other subparts of this part.

(s) Include other applicable informa-
tion, such as information specified in
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this part or 40 CFR part 1068 related to
requests for exemptions.

(t) Name an agent for service located
in the United States. Service on this
agent constitutes service on you or any
of your officers or employees for any
action by EPA or otherwise by the
United States related to the require-
ments of this part.

(u) If you are not the original manu-
facturer of the engine, include a sum-
mary of your contact with the original
manufacturer of the engine and provide
to us any documentation provided to
you by the original manufacturer.

§1042.845 Remanufactured
families.

engine

(a) For purposes of certification, di-
vide your product line into families of
engines that are expected to have simi-
lar emission characteristics through-
out the useful life as described in this
section. You may not group Category 1
and Category 2 engines in the same
family.

(b) In general, group engines in the
same engine family if they are the
same in all the following aspects:

(1) The combustion cycle and fuel
(the fuels with which the engine is in-
tended or designed to be operated).

(2) The cooling system (for example,
raw-water vs. separate-circuit cooling).

(3) Method of air aspiration.

(4) Method of exhaust aftertreatment
(for example, catalytic converter or
particulate trap).

(5) Combustion chamber design.

(6) Nominal bore and stroke.

(7) Method of control for engine oper-
ation other than governing (i.e., me-
chanical or electronic).

(8) Original engine manufacturer.

(c) Alternatively, you may ask us to
allow you to include other engine con-
figurations in your engine family, con-
sistent with good engineering judg-
ment.

(d) Do not include in your family any
configurations for which good engi-
neering judgment indicates that your
emission controls are unlikely to pro-
vide PM emission reductions similar to
the configuration(s) tested.
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